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TRANSFORM AND QUANTIZATION
ARCHITECTURE FOR VIDEO CODING AND
DECODING

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims benefit of U.S. Provisional Patent
Application Ser. No. 61/388,509, filed Sep. 30,2010, which is
incorporated herein by reference in its entirety.

BACKGROUND OF THE INVENTION

1. Field of the Invention

Embodiments of the present invention generally relate to a
transformation and quantization architecture for video coding
and decoding.

2. Description of the Related Art

Video compression, i.e., video coding, is an essential
enabler for digital video products as it enables the storage and
transmission of digital video. In general, video compression
techniques apply prediction, transformation, quantization,
and entropy coding to sequential blocks of pixels in a video
sequence to compress, i.e., encode, the video sequence.

In the emerging next generation video coding standard
currently under development by a Joint Collaborative Team
on Video Coding (JCT-VC) established by the ISO/IEC Mov-
ing Picture Experts Group (MPEG) and ITU-T Video Coding
Experts Group (VCEG) that is commonly referred to High
Efficiency Video Coding (HEVC), discrete cosine transforms
(DCT) are proposed with the following blocks sizes: 4x4,
8x8, 16x16, 32x32 and 64x64. In addition, directional trans-
forms are proposed that will require full matrix multiplica-
tion. While large block size transforms such as 16x16, 32x32
and 64x64 DCTs and directional transforms improve coding
efficiency, using such transforms increases implementation
complexity significantly. Accordingly, improvements in
implementation complexity of large block transforms and
directional transforms are needed to ensure the feasibility of
HEVC implementations.

Further, hardware codecs are expected to play an important
role in deployment of HEVC solutions since HEVC is explic-
itly designed for use on video sequences with high definition
and above video resolution. Hardware acceleration for video
compression is already standard in desktop, mobile, and por-
table devices. In software, HEVC codecs are expected to run
on processors that support extensive SIMD (single instruction
multiple data) operations. Already, 8-way SIMD architec-
tures are becoming commonplace. Hence, transform archi-
tectures that are efficient to implement in both hardware and
in software on SIMD machines are also needed.

SUMMARY

Embodiments of the present invention relate to a transform
and quantization architecture for video coding and decoding.
In one aspect, a method of encoding a video stream in a video
encoder includes computing an offset into a transform matrix
based on a transform block size, wherein a size of the trans-
form matrix is larger than the transform block size, and
wherein the transform matrix is one selected from a group
consisting of a DCT transform matrix and an IDCT transform
matrix, and transforming a residual block to generate a DCT
coefficient block, wherein the offset is used to select elements
of rows and columns of a DCT submatrix of the transform
block size from the transform matrix.
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2

In one aspect, a method of decoding an encoded bitstream
in a video decoder includes computing an offset into a trans-
form matrix based on a transform block size, wherein a size of
the transform matrix is larger than the transform block size,
and wherein the transform matrix is one selected from a group
consisting of a DCT transform matrix and an IDCT transform
matrix, and transforming a DCT coefficient block to recon-
struct a residual block, wherein the offset is used to select
elements of rows and columns of an IDCT submatrix of the
transform block size from the transform matrix.

BRIEF DESCRIPTION OF THE DRAWINGS

Particular embodiments will now be described, by way of
example only, and with reference to the accompanying draw-
ings:

FIGS. 1A, 1B, and 2A show block diagrams of transform
architectures;

FIG. 2B shows an example of partial butterfly decomposi-
tion;

FIG. 3 shows a block diagram of a digital system;

FIGS. 4A and 4B show block diagrams of a video encoder;

FIG. 5 shows a block diagram of a video decoder;

FIGS. 6-8 show flow diagrams of methods; and

FIG. 9 shows a block diagram of an illustrative digital
system.

DETAILED DESCRIPTION OF EMBODIMENTS
OF THE INVENTION

Specific embodiments of the invention will now be
described in detail with reference to the accompanying fig-
ures. Like elements in the various figures are denoted by like
reference numerals for consistency.

Embodiments of the invention are described herein in ref-
erence to the October 2010 draft specification for HEVC
entitled “WD1: Working Draft 1 of High-Efficiency Video
Coding.” One of ordinary skill in the art will understand that
embodiments of the invention are not limited to this draft
specification or to HEVC.

Some aspects of this disclosure have been presented to the
JCT-VC in the following documents: JCTVC-D036, entitled
“Matrix Multiplication Specification for HEVC Transforms”,
Jan. 20-28, 2011, and JCTVC-C226, entitled “Low-Com-
plexity, Configurable Transform Architecture for HEVC”,
Oct. 7-15, 2010. Both documents are incorporated by refer-
ence herein in their entirety.

As used herein, the term “picture” refers to a frame or a
field of a frame. A frame is a complete image captured during
aknown time interval. In HEVC, a largest coding unit (LCU)
is the base unit used for block-based coding. A picture is
divided into non-overlapping L.CUs. That is, an LCU plays a
similar role in coding as the macroblock of H.264/AVC, but it
may be larger, e.g., 32x32, 64x64, 128x128, etc. An LCU
may be partitioned into coding units (CU). A CU is a block of
pixels within an LCU and the CUs within an LCU may be of
different sizes. The partitioning is a recursive quadtree parti-
tioning. The quadtree is split according to various criteria
until a leaf'is reached, which is referred to as the coding node
or coding unit. The maximum hierarchical depth of the
quadtree is determined by the size of the smallest CU (SCU)
permitted. The coding node is the root node of two trees, a
prediction tree and a transform tree. A prediction tree speci-
fies the position and size of prediction units (PU) for a coding
unit. A transform tree specifies the position and size of trans-
form units (TU) for a coding unit. A transform unit may not be
larger than a coding unit and the size of a transform unit may
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be 4x4, 8x8, 16x16, 32x32 and 64x64. The sizes of the
transforms units and prediction units for a CU are determined
by the video encoder during prediction based on minimiza-
tion of rate/distortion costs.

As is well known in the art, a discrete cosine transform
(DCT) matrix may be a pure DCT matrix or a matrix derived
from the pure DCT matrix by changing of one or more values
while maintaining the symmetry property ofthe DCT. That s,
a DCT may be approximated by starting with a matrix of fixed
point values corresponding to the general DCT equations, i.e.,
the pure DCT matrix, and then altering one or more values in
the matrix based on empirical evaluations. The term DCT
matrix encompasses both types of matrices. The changing of
some values in a pure DCT matrix is a common practice in
video coding standards for some DCT transforms. An inverse
DCT (IDCT) matrix is the transpose of the DCT matrix.

Embodiments of the invention provide a transform archi-
tecture for implementation of DCT and inverse DCT (IDCT)
that is configurable and can be re-used across various DCT
block sizes. The transform architecture is based on matrix
multiplication which requires minimal dependency and con-
trol logic and is thus suitable for parallel processing. A hard-
ware implementation of the transform architecture needs
minimal chip area, and the architecture can be efficiently
implemented in software on SIMD processors.

The transform architecture is also a unifying architecture in
the sense that the architecture is sufficiently flexible to sup-
port other transforms such as directional transforms and 1D
transforms. In addition, the transform architecture provides
for fixed-point behavior that allows a reduction in the size and
number of norm correction matrices (referred to as quantiza-
tion matrices in H.264/AVC) that would otherwise be
required for quantization and inverse quantization. More spe-
cifically, one or more of the norm correction matrices typi-
cally used may be reduced to small scalar vectors. In one
embodiment, a norm correction matrix for quantization or
inverse quantization may be reduced to a 6 element scalar
vector. For example, the memory requirements for storing
certain norm correction matrices for inverse quantization in
the HEVC test model under consideration, version 0.7.3
(TMuC-0.7.3) decoder are reduced from 7.5 KB to 12 bytes.
There is a similar memory savings in the TMuC-0.7.3
encoder. A fixed-point version of the transform architecture
along with reduced size norm correction matrices was imple-
mented in TMuC-0.7.3. Simulation results showed that there
was no significant loss in coding efficiency (average 0 to
-0.1%) when as compared to the previous transform imple-
mentation in TMuC-0.7.3.

FIGS. 1A and 1B show examples of typical transform
architectures fora video encoder and/or video decoder. Refer-
ring first to FIG. 1A, the transform architecture 100 includes
a transform engine 102 with a matrix multiplication engine
and some number of transform matrices 104. In general, there
is a separate transform matrix for each transform block size
and transform type supported by the video encoder or
decoder. To perform a transform or inverse transform on the
nxn input block 106, the transform engine 102 performs two
full matrix multiplications using the appropriate nxn trans-
form matrix included in the transform matrices 104 to gener-
ate an nxn output block 108. For example, for a DCT, the
transform engine 102 may compute DXD? where D is the nxn
DCT matrix, D7 is the transpose of that matrix, and X is the
input block 106. And, for an IDCT, the transform engine 102
may compute D7XD.

The transform architecture of FIG. 1B includes a transform
engine 122 with separate transformation engines for each
transform size/type pair supported by the video encoder or
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decoder and some number of transform matrices 124. This
architecture is similar to that proposed in the initial HEVC
draft standard and implemented in TMuC-0.7.3. In general,
there is at least one separate transform engine for each trans-
form block size/transform type supported by the video
encoder or decoder. Thus, for the 4x4, 8x8, 16x16,32x32 and
64x64 DCTs proposed in HEVC, five engines for these
respective sizes would be included. If directional transforms
are also supported, an engine for each directional transform
size, e.g., 4x4 and 8x8, would also be included.

Each of the transformation engines, e.g., TE4, TES, etc.,
implements a transform or inverse transform of one type and
size. For example, the TE16 transformation engine imple-
ments a 16x16 DCT (or IDCT in a decoder). The TE32
transformation engine implements a 32x32 DCT (or IDCT in
a decoder). And, the DTE4 transformation engine imple-
ments a 4x4 directional transform (or inverse directional
transform in a decoder). Further, each of the transformation
engines implements an algorithm specifically designed for
the transform size/type performed by that transformation
engine.

FIG. 2A shows a transform architecture for a video encoder
and/or video decoder that uses a unified architecture for
implementing transforms Further, the architecture uses a
single DCT transform matrix for all DCT block sizes. The
transform architecture 200 includes a transform engine 102,
anoffset calculator 204, and the single DCT matrix 206 stored
in memory. If the video encoder and/or decoder also support
directional transforms, the transform architecture 200
includes up to two directional transform matrices 208 for each
transform size.

The DCT matrix 206 is the size of the largest DCT trans-
form supported by the video encoder, e.g., 64x64. The ele-
ments ofthe DCT matrix 206 are fixed point values defined by
the video encoding standard supported. The inventors
observed that because of the symmetry in the values of the
elements of the DCT matrices for the different DCT sizes, a
larger DCT matrix includes the values of the next smaller
DCT matrix which includes the values of the next smaller
DCT matrix, etc. That is, a 64x64 DCT matrix includes the
values of a 32x32 DCT matrix which includes the values ofa
16x16 DCT matrix, etc. Thus, if the DCT matrix 206 is
64x64, it includes the values of the elements of the smaller
transform sizes, e.g., 32x32, 16x16, 8x8, and 4x4. In effect,
the DCT matrices for the smaller transform sizes are subma-
trices of the DCT matrix 206. Further, the inventors observed
that it was possible to pick out the particular elements for a
smaller DCT submatrix from a larger DCT matrix using an
offset. The elements in the DCT matrix 206 may be signed
fixed point values approximating corresponding “pure DCT”
values of the general DCT equations and/or signed fixed point
values derived by altering the corresponding “pure DCT”
values based on empirical evaluations. These fixed point val-
ues may be any suitable size, e.g., 8-bits or 7-bits.

The offset calculator 204 determines an offset into the DCT
matrix 206 based on the size of the nxn input block 210 and
the size of the DCT matrix 206. For example, if n=8 and the
DCT matrix 206 is a 64x64 matrix, the offset is computed as
64/8=8. To perform a DCT or IDCT on the nxn input block
210, the transform engine 202 uses a matrix multiplication
engine to perform two matrix multiplications using the DCT
matrix 206 and the offset determined by the offset calculator
204 to generate the nxn output matrix 212. For each matrix
multiplication, the offset is used to pick out the appropriate
elements of an nxn submatrix of the DCT matrix 206 for the
nxn DCT or IDCT. In some embodiments, for a DCT, the
transform engine 102 computes DXD? where D is the nxn
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DCT matrix, D7 is the transpose of that matrix, and X is the
input block 106. And, for an IDCT, the transform engine 102
computes D7XD. In some embodiments, fora DCT, the trans-
form engine 102 computes XDD?, and, for an IDCT, the
transform engine 102 computes XDD.

In some embodiments, the transform engine 202 includes
functionality to perform a partial butterfly decomposition,
i.e., to decompose the full matrix multiplication for an nxn
DCT or IDCT into smaller matrix multiplications. More spe-
cifically, the nxn DCT (IDCT) submatrix and the nxn input
block 106 are both decomposed using even/odd decomposi-
tion. An even-odd decomposition decomposes a matrix into
two matrices, one containing the even rows of the original
matrix and one containing the odd rows of'the original matrix.
Thus, the even-odd decomposition of the nxn DCT (IDCT)
submatrix and the nxn input block 106 results in four smaller
matrices, each of which is half the size of the original matrix.
The four resulting smaller matrices are appropriately multi-
plied using the matrix multiplication engine to generate the
nxn output block 212. The offset is used to extract the ele-
ments of the nxn DCT (IDCT) submatrix from the DCT
matrix 206. The result is mathematically equivalent to per-
forming the full matrix multiplication. FIG. 2B shows an
example of the partial butterfly decomposition for an 8x8
DCT and IDCT. The matrices containing the even rows may
also be further decomposed into smaller matrices.

The pseudo code of Table 1 shows an example of using an
offset to extract elements of a DCT submatrix from the DCT
matrix for an DCT assuming that the DCT is computed as
DZXD. In this pseudo code, niSize is the DCT block size, i.e.,
n, MAX_TSIZE is the maximum DCT block size, i.e., the
size of the DCT matrix 206, uiDCTOffset is the offset into the
DCT matrix 206 computed by the offset calculator 204, i.e.,
MAX_TSIZE/uiSize, pSrc is the input transform coefficient
block, i.e., the input block 210, and pDst is the output residual
block, i.e., the output block 212. The input data pSrc is a
vector of length nxn in which the elements of the nxn block
are arranged in row order.

TABLE 1

// D*Input
for(i=0;i<uiSize;i++) {
for(j=0;j<uiSize;j++) {
sum = 0;
for(k=0;k<uiSize;k++)
sum += DCTMatrix[k*uiDctOffset][i] * pSrc[k][j];
TransposeBuffer[i][j] = sum; }}
// (D"*Input)*D
for(i=0;i<uiSize;i++) {
for(j=0;j<uiSize;j++) {
sum = 0;
for(k=0;k<uiSize;k++)
sum += TransposeBuffer[i][k] *
DCTMatrix[k*uiDetOffset][j];
pDst[i][j] = sum; }}}

For a directional transform or inverse transform operation,
the transform engine 202 performs matrix multiplications on
the input block 210 using two nxn directional transform
matrices of the directional transform matrices 208 to produce
the output block 212. For the matrix multiplications, the
transform engine 202 may use the same matrix multiplication
engine used to compute the DCT (IDCT) transforms. For a
forward directional transform, the transform engine 102 may
compute PXQ? where P is an nxn matrix for the column
transform operation and Q is an nxn matrix for the row trans-
form operation. And, for an inverse directional transform, the
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transform engine 102 may compute QXP?. Some directional
transforms may be implemented such that P=Q.

In the transform architecture of FIG. 2, separate DCT
matrices need not be stored for each of the different DCT
block sizes supported by the video encoder and/or decoder.
The contents of the largest transform matrix are instead re-
used with proper indexing according to the desired DCT
block size. Thus, there is a significant savings in the memory
needed to store DCT matrix entries.

This transform architecture provides fixed-point behavior
for the DCT/IDCT such that the norm correction matrices
used for quantization and inverse quantization in the prior art
may be eliminated. Instead, the quantization step size or
inverse quantization step size associated with a quantization
parameter may be directly applied to the elements of a block
being quantized or dequantized. Accordingly, the amount of
datato be stored for quantization and inverse quantization can
be reduced to one or more vectors of scalar quantization step
sizes. The number of quantization and inverse quantization
vectors, the number of elements in the vectors, and the values
of the elements are set by the video coding standard. For
example, there may be a quantization vector and an inverse
quantization vector for each transform size or the same vector
may be used for two or more transform sizes. Further, the
number of quantization vectors and inverse quantization vec-
tors may not be the same.

In some embodiments, a quantization vector or inverse
quantization vector may have an element for each quantiza-
tion parameter value. In some embodiments, the quantization
and inverse quantization step sizes are chosen as defined in
H.264/AVC and HEVC, i.e., such that the ratio between the
successive step sizes is

V2.

Using this ratio, the step size doubles in size when the quan-
tization parameter increases by six. Thus, any step size Qs can
be derived from the first six step sizes for the first six quan-
tization parameters (QPs) as follows

P\ oo 22
Qs(QP):Qs(%]*Zﬂ %),

In such embodiments, a quantization vector or inverse quan-
tization vector may have six elements for the first six step
sizes and the remaining step sizes may be derived from these
six elements. The quantization step size may have other non-
linear mappings to quantization parameters. For example, the
quantization step size may be increased by a factor of M for
every M step sizes. In such cases, a quantization or inverse
quantization vector would have M elements for the first M
step sizes. Or, there may be no structure in the mapping
function between quantization parameters and step sizes, in
which case a quantization vector or inverse quantization vec-
tor of size N is used, where N is the number of step sizes
supported.

Using quantization and inverse quantization vectors can
provide significant reduction in memory requirements when
large transform block sizes are used. For example, in the
TMuC-0.7.3, quantization and inverse quantization are per-
formed using norm correction matrices for transforms of
sizes 32x32 and 16x16. The matrices for quantization and
inverse quantization in the TMuC-0.7.3 are of the following
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sizes: for quantization of a 32x32 block: Ulnt g_aiQuant-
Coef1024[6][1024], for inverse quantization of a 32x32
block: Ulnt g_aiDeQuantCoefl1024[6][1024], for quantiza-
tion of a 16x16 block: Ulnt g_aiQuantCoef256[6][256], and
for inverse quantization ofa 16x16 block: Ulnt g_aiDeQuant-
Coef256[6][256]. When the direct matrix multiplication of
the transform architecture of FIG. 2 is used, theses norm
correction matrices can be replaced with scalar quantization
vectors as follows: for quantization of a 32x32 block: Ulnt
g_aiQuantCoef1024_s[6], for inverse quantization of a
32x32 block: Ulnt g_aiDeQuantCoef1024_s[6], for quanti-
zation of a 16x16 block: Ulnt g_aiQuantCoef256_s[6], and
for inverse quantization of a 16x16 block: Ulnt
g_aiDeQuantCoef256_s[6]. Such replacement clearly pro-
vides a significant savings in the memory needed to store
quantization information.

FIG. 3 shows a block diagram of a digital system that
includes a source digital system 300 that transmits encoded
video sequences to a destination digital system 302 via a
communication channel 316. The source digital system 300
includes a video capture component 304, a video encoder
component 306, and a transmitter component 308. The video
capture component 304 is configured to provide a video
sequence to be encoded by the video encoder component 306.
The video capture component 304 may be for example, a
video camera, a video archive, or a video feed from a video
content provider. In some embodiments, the video capture
component 304 may generate computer graphics as the video
sequence, or a combination of live video, archived video,
and/or computer-generated video.

The video encoder component 306 receives a video
sequence from the video capture component 304 and encodes
it for transmission by the transmitter component 308. The
video encoder component 306 receives the video sequence
from the video capture component 304 as a sequence of
frames, divides the frames into largest coding units (LCUs),
and encodes the video data in the LCUs. The video encoder
component 306 may be configured to apply one or more
techniques for transformation and quantization and inverse
transformation and inverse quantization during the encoding
process as described herein. Embodiments of the video
encoder component 306 are described in more detail below in
reference to FIGS. 4A and 4B.

The transmitter component 308 transmits the encoded
video data to the destination digital system 302 via the com-
munication channel 316. The communication channel 316
may be any communication medium, or combination of com-
munication media suitable for transmission of the encoded
video sequence, such as, for example, wired or wireless com-
munication media, a local area network, or a wide area net-
work.

The destination digital system 302 includes a receiver com-
ponent 310, a video decoder component 312 and a display
component 314. The receiver component 310 receives the
encoded video data from the source digital system 300 via the
communication channel 316 and provides the encoded video
data to the video decoder component 312 for decoding. The
video decoder component 312 reverses the encoding process
performed by the video encoder component 306 to recon-
struct the LCUs of the video sequence. The video decoder
component 312 may be configured to apply one or more
techniques for inverse transformation and inverse quantiza-
tion during the decoding process as described herein.
Embodiments of the video decoder component 312 are
described in more detail below in reference to FIG. 5.

The reconstructed video sequence is displayed on the dis-
play component 314. The display component 314 may be any
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suitable display device such as, for example, a plasma display,
a liquid crystal display (LCD), a light emitting diode (LED)
display, etc.

In some embodiments, the source digital system 300 may
also include a receiver component and a video decoder com-
ponent and/or the destination digital system 302 may include
a transmitter component and a video encoder component for
transmission of video sequences both directions for video
steaming, video broadcasting, and video telephony. Further,
the video encoder component 306 and the video decoder
component 312 may perform encoding and decoding in
accordance with one or more video compression standards.
The video encoder component 306 and the video decoder
component 312 may be implemented in any suitable combi-
nation of software, firmware, and hardware, such as, for
example, one or more digital signal processors (DSPs),
microprocessors, discrete logic, application specific inte-
grated circuits (ASICs), field-programmable gate arrays (FP-
GAs), etc.

FIGS. 4A and 4B show block diagrams of'a video encoder
configured to use the transform architecture of FIG. 2. FIG.
4 A shows a high level block diagram of the video encoder and
FIG. 4B shows a block diagram of the LCU processing com-
ponent 442 of the video encoder. For simplicity of explana-
tion, the following description assumes that for purposes of
quantization and inverse quantization, each DCT block size
has an associated six element quantization vector and an
associated six element inverse quantization vector. One of
ordinary skill in the art will understand other embodiments in
which the same vector is associated with two or more block
sizes and/or the vectors differ in size and step size derivation.

As shown in FIG. 4A, a video encoder includes a coding
control component 440, an L.CU processing component 442,
and a memory 446. The memory 446 may be internal
memory, external memory, or a combination thereof. An
input digital video sequence is provided to the coding control
component 440. The coding control component 440
sequences the various operations of the video encoder. For
example, the coding control component 440 performs any
processing on the input video sequence that is to be done at
the frame level, such as determining the coding type (I, P, or
B) of a picture based on the high level coding structure, e.g.,
IPPP, IBBP, hierarchical-B, and dividing a frame into LCUs
for further processing.

The coding control component 440 may determine the
initial LCU CU structure for each CU and provides informa-
tion regarding this initial LCU CU structure to the various
components of the LCU processing component 442 as
needed. The coding control component 440 may also deter-
mine the initial PU and TU structures of the CUs. The coding
control component 440 also includes rate control functional-
ity that determines the quantization parameter(s) for the CUs.

The LCU processing component 442 receives LCUs of'the
input video sequence from the coding control component 440
and encodes the LCUs to generate the compressed video
stream. The CUs in the CU structure of an LCU may be
processed by the LCU processing component 442 in a depth-
first Z-scan order.

FIG. 4B shows the basic coding architecture of the LCU
processing component 442. The L.CUs 400 from the coding
control unit 440 are provided as one input of a motion esti-
mation component 420, as one input of an intra prediction
component 424, and to a positive input of a combiner 402
(e.g., adder or subtractor or the like). Further, although not
specifically shown, the prediction mode of each picture as
selected by the coding control component 440 is provided to
a mode selector component, and the entropy encoder 434.
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The storage component 418 provides reference data to the
motion estimation component 420 and to the motion compen-
sation component 422. The reference data may include one or
more previously encoded and decoded CUs, i.e., recon-
structed CUs.

The motion estimation component 420 provides motion
estimation information to the motion compensation compo-
nent 422 and the entropy encoder 434. More specifically, the
motion estimation component 420 performs tests on CUs in
an LCU based on multiple temporal prediction modes and
transform block sizes using reference data from storage 418
to choose the best motion vector(s)/prediction mode based on
a coding cost. To perform the tests, the motion estimation
component 420 may begin with the CU structure provided by
the coding control component 440. The motion estimation
component 420 may divide each CU indicated in the CU
structure into prediction units according to the unit sizes of
prediction modes and into transform units according to the
transform block sizes and calculate the coding costs for each
prediction mode and transform block size for each CU.

For coding efficiency, the motion estimation component
420 may also decide to alter the CU structure by further
partitioning one or more of the CUs in the CU structure. That
is, when choosing the best motion vectors/prediction modes,
in addition to testing with the initial CU structure, the motion
estimation component 420 may also choose to divide the
larger CUs in the initial CU structure into smaller CUs (within
the limits of the recursive quadtree structure), and calculate
coding costs at lower levels in the coding hierarchy. If the
motion estimation component 420 changes the initial CU
structure, the modified CU structure is communicated to other
components in the LCU processing component 442 that need
the information.

The motion estimation component 420 provides the
selected motion vector (MV) or vectors and the selected
prediction mode for each inter predicted CU to the motion
compensation component 423 and the selected motion vector
(MV) to the entropy encoder 434. The motion compensation
component 422 provides motion compensated inter predic-
tion information to the mode decision component 426 that
includes motion compensated inter predicted CUs, the
selected temporal prediction modes for the inter predicted
CUs, and corresponding transform block sizes. The coding
costs of the inter predicted CUs are also provided to the mode
decision component 426.

The intra prediction component 424 provides intra predic-
tion information to the mode decision component 426 that
includes intra predicted CUs and the corresponding spatial
prediction modes. That is, the intra prediction component 424
performs spatial prediction in which tests based on multiple
spatial prediction modes and transform unit sizes are per-
formed on CUs in an LCU using previously encoded neigh-
boring CUs of the picture from the buffer 428 to choose the
best spatial prediction mode for generating an intra predicted
CU based on a coding cost. To perform the tests, the intra
prediction component 424 may begin with the CU structure
provided by the coding control component 440. The intra
prediction component 424 may divide each CU indicated in
the CU structure into prediction units according to the unit
sizes of the spatial prediction modes and into transform units
according to the transform block sizes and calculate the cod-
ing costs for each prediction mode and transform block size
for each CU.

For coding efficiency, the intra prediction component 424
may also decide to alter the CU structure by further partition-
ing one or more of the CUs in the CU structure. That is, when
choosing the best prediction modes, in addition to testing with
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the initial CU structure, the intra prediction component 424
may also chose to divide the larger CUs in the initial CU
structure into smaller CUs (within the limits of the recursive
quadtree structure), and calculate coding costs at lower levels
in the coding hierarchy. Ifthe intra prediction component 424
changes the initial CU structure, the modified CU structure is
communicated to other components in the LCU processing
component 442 that need the information. Further, the coding
costs of the intra predicted CUs and the associated transform
block sizes are also provided to the mode decision component
426.

The mode decision component 426 selects between the
motion-compensated inter predicted CUs from the motion
compensation component 422 and the intra predicted CUs
from the intra prediction component 424 based on the coding
costs of the CUs and the picture prediction mode provided by
the mode selector component. The output of the mode deci-
sion component 426, i.e., the predicted CU, is provided to a
negative input of the combiner 402 and to a delay component
430. The associated transform block size is also provided to
the transform component 404. The output of the delay com-
ponent 430 is provided to another combiner (i.e., an adder)
438. The combiner 402 subtracts the predicted CU from the
current CU to provide a residual CU to the transform compo-
nent 404. The resulting residual CU is a set of pixel difference
values that quantify differences between pixel values of the
original CU and the predicted CU.

The transform component 404 performs unit transforms on
the residual CUs to convert the residual pixel values to trans-
form coefficients and provides the transform coefficients to a
quantize component 406. More specifically, the transform
component 404 includes the transform functionality of the
transform architecture of FIG. 2. The transform component
404 receives the transform block sizes for the residual CUs
and applies transforms of the specified sizes to the CUs to
generate transform coefficients.

The quantize component 406 quantizes the transform coef-
ficients based on quantization parameters (QPs) provided by
the coding control component 440 and the transform sizes.
For each block of transform coefficients, the quantize com-
ponent 406 uses the quantization parameter to derive the
quantization step size from a value in the quantization vector
associated with the block size as previously described. The
quantize component 406 then uses the derived quantization
step size to quantize the transform coefficients.

The quantized transform coefficients are taken out of their
scan ordering by a scan component 408 and arranged by
significance, such as, for example, beginning with the more
significant coefficients followed by the less significant. The
ordered quantized transform coefficients for a CU provided
via the scan component 408 along with header information
for the CU are coded by the entropy encoder 434, which
provides a compressed bit stream to a video buffer 436 for
transmission or storage. The header information may include
an indicator of the transform block size used for the CU and
the quantization parameter for the CU. The entropy encoder
434 also codes the CU structure of each LCU as well as the PU
and TU structures of each CU. The entropy coding performed
by the entropy encoder 434 may be use any suitable entropy
encoding technique, such as, for example, context adaptive
variable length coding (CAVLC), context adaptive binary
arithmetic coding (CABAC), run length coding, etc.

Inside the LCU processing component 442 is an embedded
decoder. As any compliant decoder is expected to reconstruct
an image from a compressed bitstream, the embedded
decoder provides the same utility to the video encoder.
Knowledge of the reconstructed input allows the video



US 9,378,185 B2

11

encoder to transmit the appropriate residual energy to com-
pose subsequent frames. To determine the reconstructed
input, i.e., reference data, the ordered quantized transform
coefficients fora CU provided via the scan component 408 are
returned to their original post-transform arrangement by an
inverse scan component 410, the output of which is provided
to a dequantize component 412, which outputs a recon-
structed version of the transform result from the transform
component 404. For each block of quantized transform coef-
ficients, the dequantize component 412 uses the quantization
parameter for the CU to derive the inverse quantization step
size from a value in the inverse quantization vector associated
with the block size as previously described. The dequantize
component 412 then uses the derived inverse quantization
step size to dequantize the quantized transform coefficients.

The dequantized transform coefficients are provided to the
inverse transform component 414, which outputs estimated
residual information which represents a reconstructed ver-
sion of a residual CU. The inverse transform component 414
includes the inverse transform functionality of the transform
architecture of FIG. 2. The inverse transform component 414
receives the transform block size used to generate the trans-
form coefficients and applies inverse transform(s) of the
specified size to the transform coefficients to reconstruct the
residual values.

The reconstructed residual CU is provided to the combiner
438. The combiner 438 adds the delayed selected CU to the
reconstructed residual CU to generate an unfiltered recon-
structed CU, which becomes part of reconstructed picture
information. The reconstructed picture information is pro-
vided via a buffer 428 to the intra prediction component 424
and to a filter component 416. The filter component 416 is an
in-loop filter which filters the reconstructed frame informa-
tion and provides filtered reconstructed CUs, i.e., reference
data, to the storage component 418.

FIG. 5 shows a block diagram of a video decoder config-
ured to use the inverse transform functionality of the trans-
form architecture of FIG. 2. The video decoder operates to
reverse the encoding operations, i.e., entropy coding, quanti-
zation, transformation, and prediction, performed by the
video encoder of FIGS. 4A and 4B to regenerate the frames of
the original video sequence. In view of the above description
of'a video encoder, one of ordinary skill in the art will under-
stand the functionality of components of the video decoder
without detailed explanation. For simplicity of explanation,
the following description assumes that for purpose of inverse
quantization, each DCT block size has an associated six ele-
ment inverse quantization vector. One of ordinary skill in the
art will understand other embodiments in which the same
vector is associated with two or more block sizes and/or the
vectors differ in size and step size derivation.

The entropy decoding component 500 receives an entropy
encoded video bit stream and reverses the entropy encoding
to recover the encoded CUs and header information such as
the quantization parameters, the transform block sizes, and
the encoded CU structures of the LCUs. The inverse quanti-
zation component 502 de-quantizes the quantized transform
coefficients of the residual CUs. For each block of quantized
transform coefficients, the inverse quantization component
502 uses the quantization parameter for the CU to derive the
inverse quantization step size from a value in the inverse
quantization vector associated with the block size as previ-
ously described. The inverse quantization component 502
then uses the derived inverse quantization step size to dequan-
tize the quantized transform coefficients.

The inverse transform component 504 transforms the fre-
quency domain data from the inverse quantization component
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502 back to residual CUs. That is, the inverse transform
component 504 applies an inverse unit transform, i.e., the
inverse of the unit transform used for encoding, to the de-
quantized residual coefficients to produce the residual CUs.
The inverse transform component 504 includes the inverse
transform functionality of the transform architecture of FI1G.
2.

A residual CU supplies one input of the addition compo-
nent 506. The other input of the addition component 506
comes from the mode switch 508. When inter-prediction
mode is signaled in the encoded video stream, the mode
switch 508 selects a prediction unit from the motion compen-
sation component 510 and when intra-prediction is signaled,
the mode switch selects a prediction unit from the intra pre-
diction component 514. The motion compensation compo-
nent 510 receives reference data from storage 512 and applies
the motion compensation computed by the encoder and trans-
mitted in the encoded video bit stream to the reference data to
generate a predicted CU. The intra-prediction component 514
receives previously decoded predicted CUs from the current
picture and applies the intra-prediction computed by the
encoder as signaled by a spatial prediction mode transmitted
in the encoded video bit stream to the previously decoded
predicted CUs to generate a predicted CU.

The addition component 506 generates a decoded CU, by
adding the selected predicted CU and the residual CU. The
output of the addition component 506 supplies the input of the
in-loop filter component 516. The in-loop filter component
516 smoothes artifacts created by the block nature of the
encoding process to improve the visual quality of the decoded
frame. The output of the in-loop filter component 516 is the
decoded frames of the video bit stream. Each decoded CU is
stored in storage 512 to be used as reference data.

FIG. 6 is a flow diagram of a method for transformation
using DCT with a single DCT matrix and quantization using
a quantization vector in a video encoder. Initially, an indica-
tion of the transform block size and a residual block of the
same size are received by a transform component in the video
encoder 600. A residual block may be the residual CU or a
subset of the residual CU. The transform block size is then
used to determine an offset into the DCT matrix 602. The
offset indicates the relative locations of rows and columns of
a submatrix of the DCT matrix containing the transformation
values for a DCT of the specified transform block size. The
offset may be computed as previously described herein.

The residual block is then transformed to generate a DCT
coefficient block using matrix multiplication and the offset
604. As was previously described, two full matrix multipli-
cations may be performed to generate the DCT coefficient
block, one using the DCT submatrix and one using the trans-
pose of the DCT submatrix. The offset is used in each of the
matrix multiplications to pick out the values of the DCT
submatrix from the DCT matrix. As was previously
described, a partial butterfly decomposition may be used to
generate the DCT coefficient block in which the offset is used
to pick out the values of the DCT submatrix from the DCT
matrix.

A quantization step size for the DCT coefficient block is
then derived based on the quantization parameter for the CU
606. A quantization vector corresponding to the transform
block size and the quantization parameter are used for the
derivation as previously described herein. Each coefficient in
the DCT coefficient block is then quantized using the quan-
tization step size 608. The resulting quantized DCT coeffi-
cient block may then be entropy coded and added to the
output bitstream of the video encoder.
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FIG. 7 is a flow diagram of a method for inverse transfor-
mation using IDCT with a single DCT matrix and inverse
quantization using an inverse quantization vector that may be
used in a video encoder or a video decoder. Initially, an
indication of the transform block size, a quantized DCT coet-
ficient block of the same size, and a quantization parameter
for the CU corresponding to the quantized DCT coefficient
block are received 700. A quantized DCT coefficient block
may be quantized coefficients for an entire CU or for a subset
of'the CU. An inverse quantization step size for the quantized
DCT coefficient block is then derived based on the quantiza-
tion parameter for the CU 702. An inverse quantization vector
corresponding to the transform block size and the quantiza-
tion parameter are used for the derivation as previously
described herein. Each quantized coefficient in the quantized
DCT coefficient block is then dequantized using the inverse
quantization step size 704.

The transform block size is then used to determine an offset
into the DCT matrix 706. The offset indicates the relative
locations of rows and columns of a submatrix of the DCT
matrix containing the transformation values for an IDCT of
the specified transform block size. The offset may be com-
puted as previously described herein.

The dequantized DCT coefficient block is then inverse
transformed to reconstruct the residual block using matrix
multiplication and the offset 708. As was previously
described, two full matrix multiplications may be performed
to generate the residual block, one using the DCT submatrix
and one using the transpose of the DCT submatrix. The offset
is used in each of the matrix multiplications to pick out the
appropriate values of the DCT submatrix from the DCT
matrix. As was previously described, a partial butterfly
decomposition may be used to generate the residual block in
which the offset is used to pick out the values of the IDCT
submatrix from the DCT matrix. The residual block may then
be further processed by the video encoder or the video
decoder.

Some fast DCT algorithms implement DCT using a butter-
fly decomposition approach in multiple stages. For example,
the DCT and IDCT implementations in TMuC-0.7.3 use sev-
eral stages of butterfly decomposition. The multiple stages
introduce serial dependency and cascaded multipliers. Also,
after each butterfly stage involving multiplication, a round-
ing/truncation operation is carried out to prevent bit-width
increase of data resulting from the cascaded multiplication.
These factors lead to increased delay in a hardware imple-
mentation and limit the maximum frequency at which a DCT
or IDCT can be executed. These issues become more acute for
large transform block sizes as the number of stages increases
with block size.

FIG. 8 is a flow diagram of a DCT method that combines
matrix multiplication with a decomposition approach. This
method reduces the number of decomposition stages. The
method may be used to decompose a larger input block size
into smaller block sizes that are then transformed using
smaller DCT matrices and matrix multiplication and. One of
ordinary skill in the art, having benefit of the description of
FIG. 8, will understand the corresponding IDCT method
without need for additional description.

FIG. 81s explained using a 1D transform. Extensionto a 2D
transform will be understood by one of ordinary skill in the
art. Initially, the input residual vector X is decomposed using
even-odd decomposition 800. An example of even-odd
decomposition for an 8-point DCT/IDCT is shown in FIG.
2B. The even-odd decomposition results in two vectors, a
vector X, containing the even elements of the input vector X
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and a vector X, containing the odd elements. Each vector will
be halfthe size of the input vector X. Each of these vectors is
then processed separately.

For the even vector X, the size of the vector is compared to
athreshold size M_ 802. The threshold M, specifies the maxi-
mum size below which the even vector will not be further
decomposed. This maximum size is the maximum transform
size for which direct matrix multiplication will be used to
compute the DCT. The value of M, may be empirically pre-
determined, determined dynamically, and/or user specified. If
the even vector X, exceeds this threshold, then the vector may
be repeatedly decomposed into two smaller vectors using
even-odd decomposition until the desired size is attained. The
resulting vector is then transformed using direct matrix mul-
tiplication with a DCT matrix of size M, 804. The transform
may be applied according to the transform architecture of
FIG. 2 in which the transform block size will be M..

For the odd vector X,,, the size of the matrix is compared to
athreshold size M, 806. The threshold M, specifies the maxi-
mum size below which matrix multiplication will not be used
for transform of X,. M, is maximum size for which direct
matrix multiplication will be used to compute the DCT. The
value of M, may be empirically predetermined, determined
dynamically, and/or user specified. If the odd vector X,
exceeds this threshold, then the DCT is applied using butter-
fly decomposition instead of matrix multiplication.

Embodiments of the methods, encoders, and decoders
described herein may be implemented for virtually any type
of digital system (e.g., a desk top computer, a laptop com-
puter, a handheld device such as a mobile (i.e., cellular)
phone, a personal digital assistant, a digital camera, etc.).
FIG. 9 is a block diagram of a digital system (e.g., a mobile
cellular telephone) 900 that may be configured to use tech-
niques described herein.

As shown in FIG. 9, the signal processing unit (SPU) 902
includes a digital signal processing system (DSP) that
includes embedded memory and security features. The ana-
log baseband unit 904 receives a voice data stream from
handset microphone 913¢ and sends a voice data stream to the
handset mono speaker 9135. The analog baseband unit 904
also receives a voice data stream from the microphone 914a
and sends a voice data stream to the mono headset 9145. The
analog baseband unit 904 and the SPU 902 may be separate
ICs. In many embodiments, the analog baseband unit 904
does notembed a programmable processor core, but performs
processing based on configuration of audio paths, filters,
gains, etc being setup by software running on the SPU 902.

The display 920 may display pictures and video sequences
received from a local camera 928, or from other sources such
as the USB 926 or the memory 912. The SPU 902 may also
send a video sequence to the display 920 that is received from
various sources such as the cellular network via the RF trans-
ceiver 906 or the Bluetooth interface 930. The SPU 902 may
also send a video sequence to an external video display unit
via the encoder unit 922 over a composite output terminal
924. The encoder unit 922 may provide encoding according
to PAL/SECAM/NTSC video standards.

The SPU 902 includes functionality to perform the com-
putational operations required for video encoding and decod-
ing. In one or more embodiments, the SPU 902 is configured
to perform computational operations for applying one or
more techniques for transformation and quantization during
the encoding process as described herein. Software instruc-
tions implementing all or part of the techniques may be stored
in the memory 912 and executed by the SPU 902, for
example, as part of encoding video sequences captured by the
local camera 928. The SPU 902 is also configured to perform
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computational operations for applying one or more tech-
niques for inverse transformation and inverse quantization as
described herein as part of decoding a received coded video
sequence or decoding a coded video sequence stored in the
memory 912. Software instructions implementing all or part
of the techniques may be stored in the memory 912 and
executed by the SPU 902.

Other Embodiments

While the invention has been described with respect to a
limited number of embodiments, those skilled in the art,
having benefit of this disclosure, will appreciate that other
embodiments can be devised which do not depart from the
scope of the invention as disclosed herein. For example,
embodiments have been described herein in reference to
HEVC. One of ordinary skill in the art, having benefit of this
disclosure, will understand other embodiments in which the
video encoding/decoding may include more or fewer trans-
form block sizes and/or differing transform block sizes such
as transform block sizes larger than 64x64.

In some embodiments, norm correction matrices may be
used for quantization and inverse quantization of smaller
transform blocks, e.g., 4x4 and 8x8, and one or more quan-
tization and inverse quantization vectors may be used for
larger transform blocks, e.g., 16x16, 32x32, and 64x64.

In some embodiments, non-square nxm transforms where
n=m, e.g., 8x4, 16x8, 16x32, may also be used. In such
embodiments, the DCT matrix also includes the elements for
such transforms. Further, two offsets, an offset for a row
transform submatrix and an offset for a column transform
submatrix, are computed and used to extract the elements for
the specific non-square transform size. A non-square nxm
transform may be computed, for example, as D, xD?,, where
D, is an nxn row transform submatrix and D,, is an mxm
column transform submatrix.

In some embodiments, the size of the single DCT matrix is
the size of the largest DCT transform for which the matrix
multiplication using one or more offsets is to be performed. In
other words, the DCT matrix may be smaller than the largest
DCT transform supported by the video encoder and decoder
and other techniques may be used for the larger DCT trans-
forms.

In some embodiments, the matrix multiplication using one
or more offsets may be used for larger transforms, e.g.,
16x16, 32x32, 64x64, and separate DCT matrices may be
used for the smaller transforms.

Embodiments have been described herein in reference to a
single DCT matrix. As is well known in the art, an IDCT
matrix is the transpose of a DCT matrix. In many video
encoding standards, IDCT matrices are defined rather than
DCT matrices. Accordingly, embodiments that use a single
IDCT matrix that is the transpose of the single DCT matrix
will be understood by one of ordinary skill in the art.

Embodiments of the methods, encoders, and decoders
described herein may be implemented in hardware, software,
firmware, or any combination thereof. If completely or par-
tially implemented in software, the software may be executed
in one or more processors, such as a microprocessor, appli-
cation specific integrated circuit (ASIC), field programmable
gate array (FPGA), or digital signal processor (DSP). The
software instructions may be initially stored in a computer-
readable medium and loaded and executed in the processor. In
some cases, the software instructions may also be sold in a
computer program product, which includes the computer-
readable medium and packaging materials for the computer-
readable medium. In some cases, the software instructions
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may be distributed via removable computer readable media,
via a transmission path from computer readable media on
another digital system, etc. Examples of computer-readable
media include non-writable storage media such as read-only
memory devices, writable storage media such as disks, flash
memory, memory, or a combination thereof.

It is therefore contemplated that the appended claims will
cover any such modifications of the embodiments as fall
within the true scope of the invention.

What is claimed is:

1. A method of encoding a video stream, comprising:

providing a transform matrix having a size MxM; provid-

ing a residual block having a size PxP; computing an
offset into the transform matrix based on the size of the
residual block when P is less than M; transforming the
residual block to generate a DCT coefficient block using
elements of the transform matrix selected by the offset;
providing a quantization step size for the DCT coefficient
block; and quantizing each non-zero coefficient in the
DCT coefficient block using the quantization step size.

2. The method of claim 1, transforming the residual block
to generate

the DCT coefficient block using elements of the transform

matrix selected by the offset
comprising:
selecting the n” elements of the n” rows of the trans-
form matrix.

3. The method of claim 1, transforming the residual block
to generate

the DCT coefficient block using elements of the transform

matrix selected by the offset

comprising:

selecting the n” elements of the n” rows of the transform
matrix, including a
zeroth element in a zeroth row, to perform the trans-
forming.

4. The method of claim 1, the elements of the transform
matrix limited to

a range represented by a signed seven bit value.

5. The method of claim 1, comprising:

deriving the quantization step size for the DCT coefficient

block based on at least
one of a quantization vector and a quantization param-
eter.

6. The method of claim 1, comprising:

deriving the quantization step size for the DCT coefficient

block; and

quantizing each non-zero coefficient in the DCT coeffi-

cient block using the quantization
step size; and

entropy coding data representing the quantized DCT coef-

ficients.

7. The method of claim 1, comprising:

capturing an image using a camera;

partially encoding the image to yield an 8x8 residual block;

quantizing the DCT coefficient block;

entropy coding the quantized DCT coefficient block; and

transmitting encoded data using an RF transmitter.

8. The method of claim 1, comprising:

providing a 32x32 transform matrix; and

providing a 16x16 residual block.

9. The method of claim 1, comprising:

providing a 32x32 transform matrix; and

providing an 8x8 residual block.

10. A method of encoding data comprising:

capturing an image;

partially encoding the image to yield an 8x8 residual block;
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providing a 32x32 transform matrix;

transforming the residual block using a matrix comprising
values M[1;j]
from the transform matrix where i and j are 0, 4, 8, 12,

16, 20, 24, and 28, to yield a DCT coefficient block;

providing a quantization step size for the DCT coefficient
block;

quantizing each non-zero coefficient in the DCT coeffi-
cient block using the quantization step size;

entropy coding the quantized DCT coefficient block; and

transmitting the entropy encoded quantized DCT coeffi-
cient block.

11. A method of decoding a video stream, comprising:

providing an inverse transform matrix having a size MxM;

providing an encoded quantized DCT coefficient block
having a size PxP;

inverse quantizing at least one non-zero coefficient in the
quantized DCT coefficient
block to provide a DCT coefficient block;

computing an offset into the inverse transform matrix
based on the size of the DCT
coefficient block when P is less than M; and

transforming the DCT coefficient block to generate a
residual block using
elements of the inverse transform matrix selected by the

offset.
12. The method of claim 11, transforming the DCT coef-
ficient block to

generate a residual block using elements of the inverse
transform matrix selected by the offset comprising:

selecting the nth elements of the nth rows of the inverse
transform matrix.

13. The method of claim 11, transforming the DCT coef-

ficient block to

generate a residual block using elements of the inverse

transform matrix
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selected by the offset comprising:
selecting the nth elements of the n'h rows of the inverse
transform matrix, including the zeroth element in the
zeroth row, to perform the transforming.

14. The method of claim 11, the elements of the inverse
transform matrix limited to a range represented by a signed
seven bit value.

15. The method of claim 11, comprising:

entropy decoding a bitstream to provide a decoded bit-

stream including an encoded quantized DCT coefficient
block;

inverse quantizing at least one coefficient in the quantized

DCT coefficient block to provide the DCT coefficient
block.

16. The method of claim 11, comprising:

receiving an encoded bitstream;

entropy decoding the encoded bitstream to provide a quan-

tized DCT coefficient block having a size PxP;

inverse quantization decoding at least one coefficient of the

quantized DCT coefficient block to provide a DCT coef-
ficient block;

transforming the DCT coefficient block to generate a

residual block using elements of the inverse transform
matrix selected by the offset;

using the residual block to generate a reconstructed image;

and

displaying the reconstructed image.

17. The method of claim 11, comprising:

providing a 32x32 inverse transform matrix; and

providing a 16x16 DCT coefficient block.

18. The method of claim 11, comprising:

providing a 32x32 inverse transform matrix; and

providing an 8x8 DCT coefficient block residual.
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